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1.0 Introduction

This addendum to the Response Action Work Plan (RAWP) (CDM Federal Programs
Corporation [CDM] 2003) includes property-specific characterization data. Specific
remedial activities to be performed at this property are detailed on the following
Contract Drawing;:

» Troy High School 116 East Missoula Avenue Interior Remediation Plan

Removal and restoration activities will be conducted in accordance with the RAWP,
this RAWP Addendum, and the Design Specifications for Residential Removals (US.
Department of Transportation John A. Volpe National Transportation Systems Center
[Volpe] 2004), forthwith referred to as the Contract Documents. All project quality
assurance and quality control requirements for measurement reports will be
addressed in a future data summary report.

2.0 General Information
» Removal activities will be scheduled between June 16, 2006 and August 1, 2006.

» The removal contractor will utilize the property’s water source for personnel
decontamination. Decontamination water will be captured and disposed of
properly. Property water usage is expected to be minimal. If monthly usage during
remedial activities is higher than average usage without remedial activities, the
government will pay the additional costs based on 2005 monthly water bill
statements.

8 The electricity to the building will be turned off as needed for construction and will
be restored when the restoration activities are complete.

s Only government-authorized personnel will be permitted inside the construction
zone during removal and restoration activities.

» Some doors may be left unlocked and some windows may be left open as part of
the removal activities; therefore, security will be provided whenever the removal
contractor is not working. When the removal activities are complete, the windows
and doors will be locked and additional security will not be provided. CDM will be
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responsible for the key to the property until removal and restoration activities are
complete, at which time the key will be returned to the principal.

a If the Lincoln County superintendent, school principal, or administration staff have
questions or concerns, he or she should contact Kim Fox at (406) 291-1460.

3.0 Background Information

This section includes property information that was obtained from various
investigations and sampling activities performed by CDM. .

3.1 Exterior: ‘
® Vermiculite was not observed in the exterior soils of the property.

s Fifteen soil samples were used to characterize the property and design this removal
action plan. Eight of these samples were collected during the contaminant
screening study from the yard surrounding the gym, and south of the parking lot.
Analytical results for all of the samples were non-detect for Libby amphibole (LA)
asbestos. Seven samples were collected during the pre-design inspection to
delineate contamination from the yard on the east and south sides of the main
building, Analytical results for these samples were non-detect for LA asbestos.

3.2 Interior:

a The building has an original structure with an addition on the north side, two
additions on the south side, two entryways on the east side, and one entryway on
the west side. Area ] is an unfinished attic above one of the two south additions,
the school auditorium and stage. Area 2 is an unfinished attic above the north
addition, the school library. There is no flooring above the joists in Areas 1 and 2.

® Area 1is accessed by a 36-inch by 24-inch removable panel, located 15-feet above
the stage. Area 2 is accessed by a 36-inch by 24-inch removable panel, located 8-feet
above the floor in the main hallway.

® Area 1 is insulated with 4 inches of vermiculite insulation, overlain by 8 inches of
blown-in fiberglass insulation. Area 2 is insulated with 5 inches of vermiculite
insulation, overlain by 12 inches of blown-in fiberglass insulation. Areas 1 and 2 do
not share airspace with the original attic, the attic of the southern-most addition, or

the entryways.

s The fiberboard tiles in the ceiling above the stage were observed to be loose.
Vermiculite insulation was observed on the stage beneath these ceiling tiles.

» Vermiculite insulation was not observed in the original attic, the attic above the
southern-most addition, in the entryway attics, the interior walls, the exterior walls,
the living and storage spaces on the ground and second floors, the basement, or the
other buildings on the campus.
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s Seventeen dust samples were collected to characterize the ground and second
floors, and basement. Analytical results for all dust samples were non-detect for LA
asbestos.

# One dust sample was collected within the detached garage on the property. The
analytical result for this dust sample was non-detect for LA asbestos.

The Contract Drawing details areas to be remediated. This information was obtained
from the Exterior Inspection Checklist (EIC) and the Supplemental Interior Inspection
Checklist (SIIC) that were completed during the pre-design inspection. Note that the
EIC and SIIC sketches are approximate and are considered field notes.

4.0 Summary of Removal Activities
Removal activities will consist of interior remediation only. Vermiculite and fiberglass
insulation will be removed from the attic. Areas of the attic where insulation was
removed will be reinsulated and restored to their original conditions. Any outlets,
conduits, gaps, etc. found to contain vermiculite insulation will be cleaned and sealed.
The fiberboard ceiling tiles above the stage will be removed and replaced with
finished sheetrock. An interior cleaning will be performed on the stage on the ground
floor. :

5.0 References

CDM 2003. Response Action Work Plan, U.S. Environmental Protection Agency (EPA)
Libby Asbestos Project, Libby, Montana. Prepared for EPA by Volpe and CDM.
November.

Volpe 2004. Design Specifications for Residential Removals, EPA Libby Asbestos
Project, Libby, Montana. Prepared in conjunction with CDM. April.

I acknowledge that I have received a copy of the Work Plan Addendum for the
property located at the address stated for review and comment.

-
2/3
Superintendent e
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